
HISTORY OF ORIGINAL CORNER ESTABLISHMENT:

The North boundory of T.35., R.33E., W.M. wos originolly surveyed
by Dovid P. Thompson under GLO controct No. 106, survey doted
Aug. '16, 1864 ond opproved on Dec. 25, 1864. His notes stote:
Set post for 1/4 section corner in mound of eorth with chorred
stoke, pits, trench ond etc. os per instructions.

SUBSEQUENT CORNER MONUMENTATION

Dove Krumbein set o bross cop in Survey M-121-C, doted
Nov. 10, 1976, o note on his mop of survey of the corner
locotion soys "rood intersection".

CERTIFIED RECORD OF LAND CORNER MONUMENTATION
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Robert English recovered the corner ond filed o corner restorotion
f orm under Survey 12-094-C, filing dote July 10, 2012. He found one
beoring object ond set 3 new occessories. His notes stote:

A 2 1/2" bross cop, stomped os shown below,4" below the surfoce.
A 5/8" iron rebor lies N 43o40'E,41.73', of o power pole.
References Set:
A 5/8" x 30" iron rebor w/RPC 143406 lies S 78" 8,90.66' of o power pole.
A 5/8" x 30" iron rebor w/RPC t45406 lies S 2Q" 20'W, 64.06', of o power pole
A 5/8" x 30" iron rebor w/RPC .43406 lies S 71" 50' W, 60.70' of o stop sign.
Composs Declinotion 17" E.

DESCRIPT¡ON OF CORNER EVIDENCE FOUND:

Found o 2 1/2 ins. diom. bross cop, down 3 ins. in center of
highwoy, morked os shown of right:
lolso found the obove soid occessories intoct ond beoring ot
record, except the NE occessory is in front of o stop sign.
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DESCRIPTION OF MONUMENT AÌ.¡D ACCESSOR¡ES I ESTABLISHED TO
PERPETUATE THE ORIGINAL LOCATION OF THIS CORNER:

After poving the highwoy, the bross cop monument is preserved.
The povement is cored with lorge drill over the soid bross cop
ond moteriolremoved to instollo 10 ins. diom. cost iron monument
box oround the monument leoving it now 7 ins. below the surfoce of
the rood. Quick setting cement is then ploced oround the cost iron
box to seolrood surfoce ond hold box firmly in ploce.

Witnesses:
Chuck Longfield
Peter Elder
lhereby certify thot the obove corner position wos perpetuoted
os hereon described on July 12, 2017.

RENEWS: 12/31/2017
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